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TRUCK TYRE FOR FUTURE



215/75 R17.5 MT3420 126/124M 
(135/133L) 13 28 kg D B 72 B ü ü

MD5570 128/126M 15 28 kg D B 74 B ü ü

235/75 R17.5 MT3420 143/141L 
(146/146F) 13 30 kg D B 72 B ü ü

MD5570 132/130M 16 32 kg D B 74 B ü ü

245/70 R17.5 MT3420 143/141K 
(146/146F) 13 32 kg D B 72 B ü ü

MD5570 136/134M 15 33 kg D B 74 B ü ü

13 R22.5 MFT4500 156/151K 16 65 kg D B 73 B ü

MD6500 156/151K 23 74 kg E C 74 B ü ü

295/60 R22.5 MF4200¹ 150/147M 15 49 kg D B 73 B ü ü

 MD5560 150/147K 
(149/146L) 19 50 kg E B 74 B ü ü

295/80 R22.5 MF4550 154/149M 16 56 kg D C 73 B ü ü

MD5510 152/149L 19 57 kg E B 73 A ü ü

MD6500 152/149K 22 65 kg E C 74 B ü ü

315/60 R22.5 MF4200¹ 152/148M 15 52 kg D B 73 B ü ü

 MD5560 154/150L 
(152/148M) 18 58 kg E B 74 B ü ü

315/70 R22.5 MF4250 156/150L 
(154/150M) 15,5 62 kg D B 73 B ü ü

MD5250 154/150M 19,5 66 kg D C 74 B ü ü

MD5550 154/150K 
(152/148L) 19 62 kg E C 73 A ü ü

315/80 R22.5 MFT4500 154/151M 
(156/150L) 16 74 kg D C 73 B ü

MF4250 158/150L 
(154/150M) 15,5 70 kg D B 73 B ü ü

MD5250 156/150L 
(154/150M) 21,5 76 kg D C 74 B ü ü

MD6200 156/150M 21,5 74 kg D B 75 B ü ü

MD5550 156/153K 
(154/151L) 21 71 kg E C 73 A ü ü
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385/55 R22.5 MFT3050 160K 14,5 68 kg C B 72 B ü

MT3130 164K (158L) 12,5 68 kg C B 71 A ü ü

385/65 R22.5 MFT3050 164K 15 77 kg C B 72 B ü

MFT3030 164K (160L) 12,5 73 kg C B 70 A ü ü

MFT3520 160K (158L) 18 77 kg C C 73 B ü ü
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BUS:

275/70 R22.5 MU71002 150/145 J
(152/148 F) 20,5 53 kg E C 72 B ü ü

1) Profile in this size runs out.         2) With sidewall protection for buses and 5 mm depth indicator.         3) load capacity 5.850 kg
FR = Front axle    DR = Drive axle    TR = Trailer    AP = all positions    i.p. = in preparation
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Detailed information on
individual tread patterns and 

EU labels can be found at:  

www.tol-energy.de/downloads.html
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ALLROUNDER FOR THE WINTER
MFT3050 IN SIZES 385/55 R22.5 AND 385/65 R22.5
Its newly developed tread design offers high stability and  
excellent handling, especially in heavy winter conditions with 
slippery snow and ice.
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215/75 R17.5 MT3420 126/124M 
(135/133L) 13 28 kg D B 72 B ü ü

235/75 R17.5 MT3420 143/141L 
(146/146F) 13 30 kg D B 72 B ü ü

245/70 R17.5 MT3420 143/141K 
(146/146F) 13 32 kg D B 72 B ü ü

385/55 R22.5 MT3021 164J 15 69 kg B B 72 B ü ü

MFT3050 160K 14,5 68 kg C B 72 B ü

MT3120 164J 14,5 70 kg C B 73 B ü ü

385/65 R22.5 MT3021 164J 18 78 kg B B 72 B ü ü

MT3022 164J 18 78 kg ü

MFT3050 164K 15 77 kg C B 72 B ü

MFT3520 160K (158L) 18 77 kg C C 73 B ü ü

MT3590 160K 13,5 64 kg C C 73 B ü ü

435/50 R19.5 MT3220 164J 12,5 69 kg B B 73 B ü ü

445/45 R19.5 MT3220 164J 12,5 70 kg B B 73 B ü ü

445/65 R22.5 MFT3520³ 169K 18 93 kg D C 73 B ü ü
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REINVENTION OF OUR FAVOURITE 
MT3022 IN SIZE 385/65 R22.5
The modification of the tread through precise tread cuts allows 
this tyre to carry the 3PMSF marking. Herewith, we offer an  
alternative to our successful model MT3021 without sacrificing  
the high quality standard.
 



MT 3420

MT 3420

MF 4250 MT 3130

MT 3120MT 3021

MD 5250 MD 5570 MD 5560

MFT 3030

MD 6200

MF 4200

MT 3220

MF 4550

MD5510 MD 6500 MD 5550

MT 3590

MFT 4500

MFT 3520

MU 7100

MT 3022 MFT 3050

MFT 3050

AXLE OVERVIEW

	 3PMSF-marked	 -marked	 Winter tyre	 Long distance	 Regional	 Construction	 5.000 kg Carrying load
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	�Good price / performance ratio

	�Availability due to central  
warehouse in Germany

	�MÄXX has been used by well-known OEM  
manufacturers for more than 10 years

	�MÄXX trailer tyres has the largest range on  
tyres with a load capacity of 5 tons in Europe

	�1A Premium casing:  
regroovable and retreadable

	�Development and responsibility 
according to European standards

	�With „POWERED BY GERMANY“ branding

	�The production is ISO 9001, 16949 and 
17025 certified

	�All products are TÜV-tested, 
monitored and certified

MÄXXMUM ADVANTAGES

MÄXXIMUM  
LOAD CAPACITY


